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CHPATER A 

SCOPE 

 

CHAPTER CONTENTS 

 

A1. APPLICATION 

 

A2. DEFINITIONS 

 

 

A1. APPLICATION 

 

100. Nature of the systems 

 

101. This Section applies to hull equipment of fishing ves-

sel covered by the present Title 41, in addition to the re-

quirements of Part II, Title 11, Section 3. 

 

 

 

A2. DEFINITIONS 

 

100. Terms 

 

101. In addition of the terms defined in Part II, Title 11, 

Section 3, the following definition apply: 

 

Fishing winch: winch to drive hopes for fishing gear or to 

handle fishing nets. 

 

 

 

 

 

CHAPTER B 

DOCUMENTS, REGULATIONS AND STANDARDS 

 

CHAPTER CONTENTS 

 

B1. DOCUMENTS TO THE RBNA 

 

B2. REGULATION 

 

B3. STANDARDS - See Part II, Title 11, Section 3 

 

 

 

B1. DOCUMENTS TO THE RBNA 

 

100. Fishing gear and devices 

 

101. In addition to the documents required by Part II, Title 

11, Section 3, to be presented the equipment drawings and 

specifications with their fixation on the ship structure. 

 

200. a 700. See Title 11. 

 

B2. REGULATION 

 

100. Application 

 

101. Refer to NORMAM 01. 

 

 

 

 

 

CHAPTER D 

REQUIREMENTS OF THE SYSTEMS 

 

CHAPTER CONTENTS 

 

D1. FISHING GEAR 

 

D2. ANCHORING, MOORING AND TOWING 

 

D3. SYSTEM OF MANEUVER 

 - See Part II, Title 11, Section 3 

 

D4. EQUIPMENT OF SALVAGE 

 - See Part II, Title 11, Section 3 

 

D5. FIREFIGHTING EQUIPMENT  

 - See Part II, Title 11, Section 3 

 

D6. HULL OPENINGS: MEANS OF PROTECTION 

AND CLOSURE 

 - See Part II, Title 11, Section 3 

 

D7. HULL EQUIPMENT AND APPENDAGES - See 

Part II, Title 11, Section 3 

 

 

 

D1. FISHING GEAR 

 

100. Aplication 

 

101. This Subchapter applies to fishing gear and devices 

on board. 

 

102. Fishing winches shall be certified or have type ap-

proval by the RBNA. 

 

200. Calculation hypotheses 

 

201. The stresses in the various components, calculated 

for the test loads, as per Subchapter T1., shall not exceed the 

values: 

 

22 3  c          ≤ 15,7 daN/mm2 

                 (16   kgf/mm2) 

where 

   0,72  y 

   0,48  y 

y is the yield stress 
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300. Fishing winch 

 

301. The pulling capacities for the several layers of the 

drum are to be specified, as well as the towline storage ca-

pability, by diameter. 

 

402. The design speed shall be 9 m/min, except in special 

cases. 

 

400.  Gantries and masts 

 

401.  Tension in the several components shall be calculated 

based on 1,5 times the design load and are not to exceed the 

following stress levels: 

 

22 3  c    12,8 daN/mm2 

           (13    kgf/mm2) 

where: 

  0,60y 

  0,40 y 

y is the yield stress 

 

 

 

D2. ANCHORING, MOORING AND TOWING 

 

100. Application 

 

101. The present Subchapter D2. applies to the fishing 

vessels operating in unrestricted service. 

 

200.  General requirements 

 

201.  Each vessel is to be provided with anchoring equip-

ment designed for quick and safe operation in all foreseeable 

service conditions.  Anchor equipment should consist of 

anchors, anchor chain cables and a windlass or other ar-

rangements for dropping and weighing the anchors for hold-

ing the ship at anchor. 

 

202. The equipment of anchors and chain cables given in 

the following Table  T.D2.202.1. is based on an "Equipment 

Number" which is to be calculated according to Part II, Title 

11, Section 3, Sub-Chapter D2. 

 

300. Particular requirements 

 

301. For vessels below 30 m in length the anchor chain 

may be replaced with wire ropes of equal strength of the 

tabular anchor cables of Grade 1. 

 

302. For vessels of length between 30 m and 40 m the 

chain cable of one anchoring line may be replaced with wire 

ropes of equal strength of the tabular chain cables of Grade 

1 provided normal chain cable is maintained for the second 

line. 

 

303. Wire ropes of trawl winches complying with this re-

quirement may be used as anchor chain cables. 

 

304. When wire ropes are substituted for anchor chain 

cables then: 

 

a. the length of the ropes is to be equal to 1,5 times the 

corresponding tabular length of chaincable. 

 

b. a short length of chain cable is to be provided be-

tween anchor and wire rope having a length of 12.5 

m or the distance between anchor in stowed position 

and winch, whichever is less. 

 

305. A "High Holding Power Anchor" of approved design 

may be used as bower anchors, the mass of each such an-

chor may be 75 percent of the Table mass for ordinary 

stockless bower anchors. 

 

306. The Table anchor equipment may be increased for 

vessels fishing in very rough waters. 
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TABLE T.D2.201.1 – EQUIPMENT 
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CHAPTER T 

INSPECTIONS AND TESTS 

 

CHAPTER CONTENTS 

 

T1. FISHING GEAR 

 

T2. ANCHORING, MOORING AND TOWING 

-See Part II, Title 11, Section 3 

 

T3. MANOEUVERING SYSTEM 

-See Part II, Title 11, Section 3 

 

T4. SALVAGE EQUIPMENT 

-See Part II, Title 11, Section 3 

 

T5. FIREFIGHTING EQUIPMENT 

-See Part II, Title 11, Section 3 

 

T6. HULL OPENINGS- 

-See Part II, Title 11, Section 3 

 

T7. PROTECTION AND CLOSING 

-See Part II, Title 11, Section 3 

 

T8. HULL EQUIPMENT AND APPENDAGES 

-See Part II, Title 11, Section 3 

 

 

 

T1. FISHING GEAR 

 

100. Fishing winch 

 

101. To be tested with 1,5 times the project load. 

 

200. Fishing devices, rigging and pieces 

 

201. To be tested individually on operational conditions 

with 1,5 times the project load. 
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